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= PCE Concentrations in
Groundwater-Prior to Remedy

ELWOOD’'S PLUME
CONCENTRATION

1500-2000 pg/L

S 1000-1499 g/l
| 100-999 gL

| 150:99 ugiL
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McHENRY PLUME
CONCENTRATION

100-999 ug/L
50-99 g/l
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yg/L  Micrograms per Liter
PCE Tetrachloroethene
RG for PCE = 5pg/L

Note:

PCE Concentrations in Groundwater-Prior fo Remedy
Source: Ecology and Environment, Inc 1996. Phase 3
Remedial investigation Report "Modesto Groundwater
Contamination Site Modesto, California.

Prepared for U.S. Environmental Protecfion Agency.
December 20, 1996
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McHenry Plume PCE Concentration Resuit,
Source: Fourth Quarter data (November 2015)
Prepared by RORE Inc.

fodesto Groundwater Superfund Site report.

Elwood's Plume PCE Concentration Resuif
Source: EMAIL SENT BY TETRA TECH (August 2015)

*Monitoring wells IA-MW-1, IAMW-3 and IAMW-5
sampled october 2011.

FIGURE 3

Modesto Groundwater Superfund Site
Modesto, California

RORE Project Number 011-40001-15
1996 DATA (DECEMBER 20,1996) - MCHENRY
2013 4TH Q. DATA (NOVEMBER 2013) - ELWOODS
2015 4TH Q. DATA (NOVEMBER 2015) - MCHENRY
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